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NTERPRISE BRIEF INTRODUCTION

KaiYing Power Supply & Electrical Equip Co., Ltd. (LONGWAY Battery) is specialized in the
research, design, manufacture and sales of Valve Regulated Lead Acid (VRLA) battery. Now it has
2 production plants, more than 100,000 square meters of standardized factory buildings and more
than 1,000 employees.

Since establishment, KaiYing Power Supply & Electrical Equip Co., Ltd. dedicated in development
of plates and batteries products.The company has strong technical force, advanced production,
testing equipment, professional production of well-known brands LONGWAY battery. More than
80,000 batteries per day, the annual capacity of 2,000,000KVAh.

LONGWAY batteries covered by nominal voltage 2V, 4V, 6V, 8V, 12V, 18V, 24V rated capacity
0.8AH~3000AH. The performance of the battery products are reached or exceed IEC, BS, JIS
standards. The product has the advantages of high capacity, small size, long life, light weight etc..
Products are widely used in telecommunications, power, defense, railway, bank and the national
trunk line network key engineering industries, and power ups, EPS power supply, electric tools,
electric toys, battery sound and weighing equipment. Products are exported to Europe and

America, Middle East, Southeast Asia and other countries and regions.
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RODUCT FEATURES

® High reliability, safe and leak—free. It has the advantage of continuous charging without leakage
when the battery inversion . Can be used in any direction.

® Stable quality. The product performance between the same batch of products and between different
batches of products is basically the same.

® The best Storage performance and low self-discharge rate. The average monthly self-discharge rate of
the battery is less than 2.5%. After the battery is fully charged and stored 12 months, it can still be used
normally without affecting the battery life.

® Strong resistance to over—discharge and best recovery.With a unique lead paste formula and plate
matching design, it has superior over—discharge resistance.

® Environmentally friendly products. Meet the EU battery directive RoHS and REACH standards. No
contains toxic substances.

® High Energy Density and best Vibration resistance.

® LONGWAY battery has a long service life due to its solid metal grid and special adhesive board.

® High charging reception capability.

® Maintenance free. Maintenance is not required during the use, and maintenance costs are reduced.

® Wide operating temperature range, LONGWAY battery can be discharged over at a temperature range of
-20 C to +60 T, and charged at at a temperature range of —20 C to +50 C

® Battery performance meets international standards such as EN/IEC61056-2012 (International
Electrotechnical Commission), JIS C8702-1-2003 (Japanese Industrial Standard), UL 1989 (US Safety
Standard), etc.

Container

Negative plate
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KAIYING POWER SUPPLY & ELECTRICAL EQUIP CO,.LTD
LONG WAY

6V /INZERMERMAEZRF] 6V small capacity battery standard series

LONGWAY's small valve-regulated sealed lead-acid battery standard series meet the requirements for general
equipment use. Our company uses AGM technology and valve-controlled sealing technology to ensure that the battery
design life is more than 5 years.

=& %% Product series

A s SR EN § B i Length = Height Z & Total Height| EZweight(+3%)
Eefigylfeds] [y n-nmnmnm

2FM3.5 3.5 3.54 34 1.34 2.36 66 2.60 0.44 0.97
2FM4 4 4.0 4.0 1.87 47.5 1.87 101 3.98 106 4.17 0.45 0.99 F1 D
2FM4.5 4 4.5 4.5 1.87 47.5 1.87 101 3.98 106 417 0.49 1.08 F1 D
2FM5 4 5.0 5.0 1.87 47.5 1.87 101 3.98 106 417 0.55 1.21 F1 D
2FM10 4 10 10 4.02 445 1.75 94.5 3.72 101 3.98 0.95 2.09 F1 D
3FM1.2 6 1.2 .2 3.82 24 0.94 52 2.05 58 2.28 0.29 0.64 F1 C
3FM2.8 6 2.8 2.8 2.60 33 1.30 97.5 3.84 104 4.09 0.55 1.21 F1 A
3FM3.2H 6 3.2 3.2 5.28 34.5 1.36 59.5 2.34 65.5 2.58 0.60 1.32 F1 C
3FM3.2B 6 3.2 3.2 1.87 47.5 1.87 101 3.98 106 4.17 0.51 1.12 F1 D
3FM4E 6 4.0 4.0 2.76 47.5 1.87 99 3.90 105 4.13 0.62 1.37 F1/F2 A
3FM4 6 4.0 4.0 2.76 47.5 1.87 99 3.90 105 4.13 0.66 1.46 F1/F2 A
3FM4.5 6 4.5 45 2.76 47.5 1.87 99 3.90 105 4.13 0.73 1.61 F1/F2 A
3FM5E 6 5.0 5.0 2.76 47.5 1.87 e 3.90 105 4.13 0.74 1.63 F1/F2 A
3FM5 6 5.0 5.0 2.76 47.5 1.87 99 3.90 105 4.13 0.78 1.72 F1/F2 A
3FM4U/T7 6 4.0 4.0 2.68 68 2.68 98 3.86 116 4.57 0.74 1.63 T7/Spring B
3FM5S/T8 6 5.0 5.0 2.68 68 2.68 98 3.86 116 4.57 0.80 1.76 S/F1 B
3FM6.5 6 6.5 6.5 3.86 56 2.20 113 4.45 118 4.65 1.18 2.60 F1/F2 A
3FM7 6 7.0 7.0 5.94 35 1.38 94 3.70 100 3.94 1.02 2.25 F1/F2 C
3FM7.2 6 7.2 7.2 5.94 35 1.38 94 3.70 100 3.94 1.05 2.31 F1/F2 C
3FM7.5 6 7.5 7.5 5.94 35 1.38 94 3.70 100 3.94 1.11 2.45 F1/F2 C
3FM8 6 8.0 8.0 3.86 56 2.20 115 4.53 115 4.53 1.40 3.09 F1/F2 B
3FM10 6 10.0 10.0 5.94 50 1.97 94 3.70 100 3.94 1.50 3.31 F1/F2 C
3FM12 6 12.0 12.0 5.94 50 il.& 94 3.70 100 3.94 1.64 3.62 F1/F2 C
3FM13 6 13.0 13.0 4.25 71 2.80 140 5.51 140 5.51 2.05 4.52 F3/T3 E
3FM14 6 14.0 14.0 4.25 71 2.80 140 B5il 140 B5il 2.27 5.00 F3/T1/T2 E
3FM20 6 20.0 20.0 6.18 83 3.27 127 5.00 126 4.96 3.50 7.72 ES C

{E 4 : Applications




NEW ENERGY
auxm aiex 0D/006

12V INZRE B ERAE R % 12V small capacity battery standard series

LONGWAY's small valve-regulated sealed lead-acid battery standard series meet the requirements for general
equipment use. Our company uses AGM technology and valve-controlled sealing technology to ensure that the battery
design life is more than 5 years.

Fm%% (—) Productseries (1)

A s SErEN § B i< Length = Height H & Total Height| EZweight(+3%)
Eefigylfeds] ey n-nmnmnm

6FMO0.8 96.5 3.80 0.98 2.44 2.44 0.30 0.66 T4/T5 L
6FM1.2 12 1.2 97.5 3.84 43 1.69 52 2.05 58 2.28 0.56 1.23 F1 E
6FM2.0T 12 2.0 151 5.94 20 079 90 3.54 90 3.54 0.62 1.37 PC F
6FM2.4 12 2.4 178.5 7.03 35 1.38 61.5 2.42 67 2.64 0.92 2.03 F1 F
6FM2.2 12 2.2 70.5 2.78 47.5 1.87 99 3.90 104 4.09 0.71 1.57 F1 C
6FM2.6B 12 2.6 70.5 2.78 47.5 1.87 99 3.90 104 4.09 0.85 1.87 F1 C
6FM2.6A 12 2.6 105 4.13 48 1.89 70 2.76 70 2.76 0.89 1.96 PC F
6FM2.9 12 2.9 79.5 3.13 56 2.20 99 3.90 104 4.09 1.00 2.20 F1 D

6FM3 12 3 90 3.54 47 1.85 100 3.94 106 4.17 0.95 2.09 F1 C
6FM3R 12 3.5 90 3.54 47 1.85 100 3.94 106 4.17 1.10 2.43 F1 C
6FM3.2H 12 3.3 134 5.28 67 2.64 59.5 2.34 66 2.60 1.20 2.65 F1/F2 E

6FM4 12 4 90 3.54 70 2.76 101 3.98 107 4.21 1.30 2.87 F1/F2 C
6FM4F 12 4 90 3.54 70 2.76 101 3.98 107 4.21 1.28 2.82 F1/F2 C
6FM4.5 12 4.5 90 3.54 70 2.76 101 3.98 107 4.21 1.43 3.15 F1/F2 C

6FM5 12 5 90 3.54 70 2.76 101 3.98 107 4.21 1.55 3.42 F1/F2 C
6FM5U 12 5 90 3.54 70 2.76 101 3.98 107 4.21 1.35 2.98 F1/F2 C
6FM5E 12 5 90 3.54 70 2.76 101 3.98 107 4.21 1.48 3.26 F1/F2 C
6FM5R 12 5) 90 3.54 70 2.76 99 3.90 104 4.09 1.60 3.53 F1 C
6FM3.5D 12 3:5 151 5.94 5.5 2.03 94 3.70 100 3.94 1.35 2.98 F1/F2 F
6FM4.5D 12 4.5 151 5.94 5.5 2.03 94 3.70 100 3.94 1.65 3.64 F1/F2 F
6FM5.5D 12 5.5 151 5.94 51.5 2.03 94 3.70 100 3.94 1.70 3.75 F1/F2 F
6FM6R 12 6 151 5.94 51.5 2.03 94 3.70 100 3.94 1.75 3.86 F1/F2 F

6FM6 12 6 151 5.94 65 2.56 94 3.70 100 3.94 1:92 4.23 F1/F2 F

6FM7 12 7 151 5.94 65 2.56 94 3.70 100 3.94 1.96 4.32 F1/F2 F
6FM7.2 12 7.2 151 5.94 65 2.56 94 3.70 100 3.94 2.05 4.52 F1/F2 F

{E 4 : Applications
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KAIYING POWER SUPPLY & ELECTRICAL EQUIP CO,.LTD
LONG WAY

12V /INZE B iR AEZR S 12V small capacity battery standard series

LONGWAY's small valve-regulated sealed lead-acid battery standard series meet the requirements for general
equipment use. Our company uses AGM technology and valve-controlled sealing technology to ensure that the battery
design life is more than 5 years.

FFERZ% (=) Productseries (2)

A s SR EN § B i Length = Height Z & Total Height| EZweight(+3%)
Eefigylfeds] [y n-nmnmnm

6FM8U 8 151 5.94 2.56 3.70 100 3.94 2.10 4.63 F1/F2
6FMSE 12 8 151 5.94 65 2.56 94 3.70 100 3.94 2.25 4.96 F1/F2 F
6FMOU 12 ¢ 151 5.94 65 2.56 94 3.70 100 3.94 2.27 5.00 F1/F2 F
6FM9R 12 9 151 5.94 65 2.56 94 3.70 100 3.94 2.62 5.78 F1/F2 F
6FM6.5Y 12 6.5 225 8.86 47 1.85 100 3.94 106 417 2.05 4.52 F1/F2 C
6FM7.5Y 12 7.5 225 8.86 47 1.85 100 3.94 106 417 2.25 4.96 F1/F2 C
6FMOY 12 9 225 8.86 47 1.85 100 3.94 106 417 2.80 6.17 F1/F2 C
6FM10A 12 10 151 5.94 65 2.56 111 4.37 117 4.61 2.75 6.06 F2 F
6FM10 12 10 151 5.94 98 3.86 93 3.66 99 3.90 3.00 6.61 F2 F
6FM12 12 12 151 5.94 98 3.86 93 3.66 99 3.90 3.24 7.14 F2 F
6FM12R 12 14 151 5.94 98 3.86 96 3.78 102 4.02 4.00 8.82 F2 F
6FM14 12 14 151 5.94 98 3.86 96 3.78 102 4.02 3.85 8.49 F2 F
6FM11 12 11 134 5.28 80 3.15 161 6.34 161 6.34 4.10 9.04 F5 C
6FM13NB 12 13 134 5.28 80 3.15 161 6.34 161 6.34 4.50 9.92 F5 C
6FM18BI/BF 12 18 181 7.13 77 3.03 166 6.54 166 6.54 4.85 10.69 F2/F5/I12 D
6FM18A 12 18 181 7.13 77 3.03 166 6.54 166 6.54 5.40 11.90 F5 D
6FM20 12 20 181 7.13 77 3.03 166 6.54 166 6.54 5195 13.12 F5/12 D
9FM4.5 18 4.5 151 5.94 65 2.56 94 3.70 100 3.94 215 4.74 F2 A
9FM7 18 8 151 5.94 98 3.86 94 3.70 100 3.94 2:95 6.50 F2 A
12FM5E 24 5 137 5.39 91 3.58 101 3.98 107 4.21 2:95 6.50 F2 C
12FM5H 24 5 137 5.39 91 3.58 101 3.98 107 4.21 3.25 7.16 F2 C
12FM8D 24 8 188 7.40 102 4.02 94.5 3.72 100 3.94 4.50 8192 F2 D
12FM10 24 10 193 7.60 152 5.98 93 3.66 99 3.90 6.00 13.23 F2 D
12FM13 24 13 193 7.60 152 5.98 93 3.66 99 3.90 7.20 15.87 F2 D

{E 4 : Applications
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RZZEHEtARAEZR S  Medium capacity battery standard series

LONGWAY's medium capacity valve-regulated sealed lead—acid battery standard series meet the requirements for
general equipment use. Our company uses AGM technology and valve—controlled sealing technology to ensure that the
battery design life is more than 8 years.

—_

%% Product series

#wHS [BEEEM® B| Klengh | BWn | & Hoght |wToal Hogh| Rlvegils5
ST capacwwwﬂﬂwwe

3FM42B 162 6.38 3.46 163 6.42 170 6.69 5.85 1290 F2/F5 A
3FM180G 6 180 306 12.05 168 6.61 222 8.74 227 8.94 25.80 56.88 14 A
3FM200G 6 200 323 12.72 178 7.01 224 8.82 248 9.76 29.50 65.04 F15 A
4FM200U 8 200 260 10.24 180 7.09 280 11.02 285 11.22 36.00 79.37 17 C

6FM24G 12 24 175 6.89 166 6.54 125 4.92 125 4.92 7.50 16.53 F8/11 D

6FM26G 12 26 175 6.89 166 6.54 125 4.92 125 4.92 8.25 18.19 F2/F8/11 D

6FM28A/G 12 28 166 6.54 126 4.96 175 6.89 178 7.01 8.50 18.74 F9/I3 D

6FM33G 12 33 195 7.68 130 5.12 161 6.34 166 6.54 9.80 21.61 F10/3 C

6FM35G 12 35 195 7.68 130 5.12 161 6.34 166 6.54 10.30 22.71  F10/I3 C

6FM40G 12 40 196 7.72 166 6.54 175 6.89 182 7147 13.00 28.66 Fo/15 D

6FM50G 12 50 229 9.02 138 5.43 209 8.23 229 9.02 15.80 34.83 F25/13 C

6FM55G 12 55 229 9.02 138 5.43 209 8.23 229 9.02 1720 3792 F25/13 C

6FM60B 12 60 258 10.16 169 6.65 175 6.89 180 7.09 17.70  39.02 14 D

6FM65G 12 65 350 13.78 166 6.54 175 6.89 175 6.89 21.00 46.30 F13/13 D

6FM70G 12 70 260 10.24 169 6.65 211 8.31 231 9.09 21.30 46.96 F12/14 C
6FMB80A/G 12 80 307 12.09 167 6.57 211 8.31 231 9.09 2540 56.00 F12/16 C

6FM90G 12 90 307 12.09 167 6.57 211 8.31 231 9.09 26.50 5842 F12/16 C

6FM100A/G 12 100 331 13.03 173 6.81 217 8.54 222 8.74 28.90 63.71 F17/F18/l6 C
6FM120B 12 120 331 13.03 173 6.81 217 8.54 222 8.74 31.00 68.34 16 C
6FM100U 12 100 331 13.03 173 6.81 219 8.62 244 9.61 28.30 62.39 F16/I5 C

6FM100D/G 12 100 405 15.94 173 6.81 210 8.27 237 9.33 32.00 70.55 F19 C
6FM120G 12 120 405 15.94 173 6.81 210 8.27 237 9.33 35.00 77.16 F19 C
6FM150G 12 150 485 19.09 170 6.69 241 9.49 241 9.49 44.00 97.00 F20/17 C

6FM160B/G 12 160 532 20.94 207 8.15 215 8.46 244 9.61 5150 113.54 F21/F11 E

6FM180 12 180 522 20.55 238 9.37 219 8.62 238 9.37 50.50 111.33 F22 E
6FM200G 12 200 522 20.55 238 9.37 219 8.62 238 9.37 58.00 127.87 F22/17 E
6FM220G 12 220 521 20.51 269 10.59 220 8.66 238 9.37 68.00 149.91 F21/F11 E

6FM230 12 230 521 20.51 269 10.59 203 7:99 221 8.70 65.00 143.30 F21 F

6FM250 12 250 521 20.51 269 10.59 220 8.66 238 9.37 71.00 156.53 F21 E

{E A4 . Applications
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KAIYING POWER SUPPLY & ELECTRICAL EQUIP CO,.LTD
LONG WAY

KZEHRMERAEZRZFT] Large capacity battery standard series

LONGWAY's Large valve-regulated sealed lead-acid battery standard series meet the requirements of communication and
power equipment. Our products are developed with the latest technology in the world and have a design life of 15 years.

F=ER %% Product series

bHS [GAEM® B| K Lenon Sk o Toa o] K5,

FM100 171 6.73 205 8.07 210 8.27 6.00 13.23

FM200 2 200 172 6.77 1 1 1 4 37 335 13.19 365 1437 13.30 29.32 I7

FM300 2 300 172 6.77 151 5.94 340 13.39 365 14.37 18,50  40.79 17 G
FM350 2 350 172 6.77 151 5.94 340 13.39 340 13.39 19.00 41.89 17 G
FM400 2 400 211 8.31 175 6.89 336 13.23 365 1437 2550 56.22 17 H
FM500 2 500 240 9.45 173 6.81 338 13.31 365 14.37 30.00 66.14 17 H
FM600 2 600 302 11.89 175 6.89 340 13.39 365 14.37 36.00 79.37 17 H
FM800 2 800 410 16.14 176 6.93 340 13.39 365 1437 51.00 11243 17 |
FM1000 2 1000 475 18.70 175 6.89 338 13.31 365 14.37 60.00 132.28 17 |
FM2000 2 2000 491 19.33 351 13.82 344 13.54 383 15.08 110.00 242.51 17 K
FM3000 2 3000 712 28.03 353 13.90 341 13.43 382 15.04 175.00 385.81 F13 K

{ERE: Applications

Signal System Backup Power
Power Systems Nuclear Power Plant Backup Power
Wind Energy Power Storage Systems

HFHHAZHEMERMEZRT] Electronic scale battery standard series

LONGWAY battery standard series for electronic scales is designed and developed for weighing instruments. According to
the characteristics of the weighting in the use of small current long—term use, low—charge state storage, frequent over—
discharge, low charging voltage to design and development .Our company adopts advanced research and development
technology to ensure high reliability, safety, no leakage, strong over-discharge, good recovery and long life.

%% Product series

HMEE  |GEHEN B B Jsel_ength 3 Width ,;.%Total Height ERweight( 3%) *“%Terminal
saey votel Rl i _Lmm L in lmm L ] mm L kg L bs JESType st

2FM4 4.0 1 7 4 17 0.43 0.95
2FM4.5 4 4.5 47.5 1 87 47 5 1.87 101 3 98 106 417 0.48 1.06 F1 D
3FM1.3 6 1.3 97 3.82 24 0.94 52 2.05 58 2.28 0.29 0.64 F1 C
3FM2.8 6 2.8 66 2.60 33 1.30 97.5 3.84 104 4.09 0.55 1.21 F1 A
3FM3.2/B 6 3.2 47.5 1.87 47.5 1.87 101 3.98 106 4.17 0.51 1.12 F1 D
3FM4 6 4.0 70 2.76 47.5 1.87 ) 3.90 105 4.13 0.62 1.37 F1/F2 A
3FM4.5 6 4.5 70 2.76 47.5 1.87 99 3.90 105 4.13 0.73 1.61 F1/F2 A
3FM10 6 10.0 151 5.94 50 1.97 94 3.70 100 3.94 1.50 3.31 F1/F2 C
6FM7 12 7 151 5.94 65 2.56 94 3.70 100 3.94 2.00 4.41 F1/F2 F

{ER4E: Applications

Bench Scales,Crane Scales Balances

Household Human Scales | Medical Scales,Table Scales
Waterproof Scales Floor Scales
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EE/ 7'%'1:}5_L$FH % EE.?’('.’»*/]_UE % §IJ Children car & Scooter battery standard series

The LONGWAY Children Car & Scooter battery series is designed and developed for children car and scooters.

The special lead paste formula and internalization production process ensure the product has the advantages of long
cycle life, low self-discharge rate and high temperature resistance. The design life is up to 5 years.This series of battery
products meets CEC and DOE energy efficiency standards.

- O

= %%] Product series

BitAe |SEEEN B = i Length = Width = Height | & & Total Height| EEweight(+ 3%)
Gatery ove |t om T o om | [ | n | om [ n | ko | s [ustodaren
2.8 66 33 F1 A

3FM2.8 6 g 2.60 1.30 97.5 3.84 104 4.09 0.50 1.10

3FM3 6 3.0 70 2.76 47.5 1.87 89 3.90 105 4.13 0.56 1.23 F1/F2 A
3FM4/E 6 4.0 70 2.76 47.5 1.87 99 3.90 105 4.13 0.62 1.37 F1/F2 A
3FM4 6 4.0 70 2.76 47.5 1.87 99 3.90 105 4.13 0.66 1.46 F1/F2 A
3FM4.5 6 4.5 70 2.76 47.5 1.87 99 3.90 105 4.13 0.73 1.61 F1/F2 A
3FM5 6 5.0 70 2.76 47.5 1.87 99 3.90 105 4.13 0.78 1.72 F1/F2 A
3FM7 6 7.0 151 5.94 35 1.38 94 3.70 100 3.94 1.02 2.25 F1/F2 C
3FM7.2 6 7.2 151 5.94 35 1.38 94 3.70 100 3.94 1.05 2.31 F1/F2 C
3FM7.5 6 7.5 151 5.94 35 1.38 94 3.70 100 3.94 1.10 2.43 F1/F2 C
3FM10 6 10.0 151 5.94 50 1.97 94 3.70 100 3.94 1.50 3.31 F1/F2 C
3FM12 6 12.0 151 5.94 50 1.97 94 3.70 100 3.94 1.64 3.62 F1/F2 C
6FM4.5 12 4.5 90 3.54 70 2.76 101 3.98 107 4.21 1.43 3.15 F1/F2 C
6FM3.5/D 12 3.5 151 5.94 il 5 2.03 94 3.70 100 3.94 1.35 2.98 F1/F2 F
6FM4.5/D 12 4.5 151 5.94 il 2.03 94 3.70 100 3.94 1.65 3.64 F1/F2 F
6FM5.5/D 12 5.5 151 5.94 Sl 2.03 94 3.70 100 3.94 1.70 3.756 F1/F2 F
6FM7 12 7 151 5.94 65 2.56 94 3.70 100 3.94 1.96 4.32 F1/F2 F
6FM7.2 12 7.2 151 5.94 65 2.56 94 3.70 100 3.94 2.05 4.52 F1/F2 F
6FM10 12 10 151 5.94 98 3.86 93 3.66 99 3.90 3.00 6.61 F2 F
6FM12 12 12 151 5.94 98 3.86 93 3.66 99 3.90 3.25 7.16 F2 F
6FM14 12 14 151 5.94 98 3.86 96 3.78 102 4.02 3.85 8.49 F2 F
12FM5 24 5 137 5.39 91 3.58 101 3.98 107 4.21 3.25 7.16 F2 C
12FM8 24 8 188 7.40 102 4.02 94.5 3.72 100 3.94 4.50 9.92 F2 D
6FM3/R 12 3.5 90 3.54 47 1.85 100 3.94 106 417 1.10 2.43 F1 C
6FM5/R 12 5 90 3.54 70 2.76 99 3.90 104 4.09 1.60 3.53 F1 C
6FM6/R 12 6 151 5.94 51.5 2.03 94 3.70 100 3.94 1.75 3.86 F1/F2 F
6FM9/R 12 9 151 5.94 65 2.56 94 3.70 100 3.94 2.62 5.78 F1/F2 F
6FM12 12 14 151 5.94 98 3.86 96 3.78 102 4.02 4.00 8.82 F2 F
6FM6.5/Y 12 6.5 225 8.86 47 1.85 100 3.94 106 4.17 2.05 4.52 F1/F2 C
6FM7.5/Y 12 7.5 225 8.86 47 1.85 100 3.94 106 417 2.25 4.96 F1/F2 C
B6FM9/Y 12 9 225 8.86 47 1.85 100 3.94 106 4.17 2.80 6.17 F1/F2 C

{F A4 . Applications
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SN BAEHEMERAEZRF] Children car & Scooter battery standard series

LONGWAY audio battery standard series products are specially designed for battery sound/speaker . According to the
characteristics of the battery sound in the process of using, such as high current, deep depth of discharge, easy over—
discharge, etc., we design and development.

—_

=% % Product series

BMEE [EREV ® | K Length & Height  |#&Total Height| ZE&weight(«3%) “‘%Terminal
sty e o1 cavacwwﬂaa—wpe

6FM2.2 70.5 2.78 47.5 1.87 3.90 104 4.09 0.71 1.57
6FM2.6 12 2.6 70.5 2.78 47.5 1.87 99 3.90 104 4.09 0.85 1.87 F1 C
6FM3 12 3 90 3.54 47 1.85 100 3.94 106 4.17 0.95 2.09 F1 C
6FM4 12 4 90 3.54 70 2.76 101 3.98 107 4.21 1.30 2.87 F1/F2 C
6FM4.5 12 4.5 90 3.54 70 2.76 101 3.98 107 4.21 1.43 3.15 F1/F2 C
6FM5 12 5 90 3.54 70 2.76 101 3.98 107 4.21 1.55 3.42 F1/F2 C
6FM7 12 7 151 5.94 65 2.56 94 3.70 100 3.94 1.96 4.32 F1/F2 F
6FM7.2 12 7.2 151 5.94 65 2.56 94 3.70 100 3.94 2.05 4.52 F1/F2 F
6FM9 12 8.5 151 5.94 65 2.56 94 3.70 100 3.94 2125 4.96 F1/F2 F
6FM12 12 12 151 5.94 98 3.86 93 3.66 99 3.90 3.00 6.61 F2 F
6FM12/A 12 12 151 5.94 98 3.86 93 3.66 e 3.90 3.25 7.16 F2 F
6FM14 12 14 151 5.94 98 3.86 93 3.66 k) 3.90 3.50 7.72 F2 F
6FM20 12 20 181 7.13 77 3.03 166 6.54 166 6.54 5.40 11.90 E5 D
9FM4.5 18 4.5 151 5.94 65 2.56 94 3.70 100 3.94 2.15 4.74 F2 A
9FM7 18 8 151 5.94 98 3.86 94 3.70 100 3.94 2.95 6.50 F2 A
12FM5/E 24 5 137 5.39 91 3.58 101 3.98 107 4.21 2.95 6.50 F2 C
12FM9 24 8.5 188 7.40 102 4.02 94.5 3.72 100 3.94 4.50 9.92 F2 D
12FM12 24 12 193 7.60 152 5.98 93 3.66 99 3.90 6.00 13.23 F2 D
6FM24 12 24 175 6.89 166 6.54 125 4.92 125 4.92 7.50 16.53 F8 D
6FM28 12 28 166 6.54 126 4.96 175 6.89 178 7.01 8.50 18.74 F9 D
6FM35 12 35 195 7.68 130 5.12 160 6.30 180 7.09 10.30 22.71 F10 C

{F B 4niE . Applications
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KPHEEEBEFHE BB &%l  Solar storage battery series

LONGWAY solar series battery is specially designed for solar system & wind power system. According the condition of
applications. According to the application environment, LONGWAY battery uses a high—density lead paste formula and a
special low-density electrolyte formula to develop a new energy storage battery. This ensures high charging reception
capability in a harsh charging environment.

&R %% Product series

wess lgewss B[ Kiown | Xuan | Srogn |srualron] i)

3FM200S 323 12.72 178 7.01 224 8.82 229 9.02 29.0 63.93 F15 A
6FM9S 12 9 151 5.94 65 2.56 94 3.70 100 3.94 2.6 5.73 F2 F
6FM12S 12 12 151 5.94 98 3.86 96 3.78 101 3.98 3.87 8.53 F2 F
6FM18S 12 18 181 7.13 77 3.03 167 6.57 167 6.57 5.6 12.35 F5 D
6FM20S 12 20 181 713 77 3.03 167 6.57 167 6.57 6.0 13.12 F5 D
6FM24S 12 24 175 6.89 166 6.54 126 4.96 126 4.96 8.2 18.08 F8 D
6FM28S 12 28 175 6.89 166 6.54 126 4.96 126 4.96 9.0 19.84 F8 D
6FM33S 12 33 195 7.68 130 5.12 161 6.34 181 7.13 10.5 23.15 F10 C
6FM40S 12 40 198 7.80 166 6.54 170 6.69 170 6.69 13.2 29.10 F9 D
6FM45S 12 45 198 7.80 166 6.54 170 6.69 170 6.69 13.70  30.20 F9 D
6FM50S 12 50 229 9.02 138 5.43 208 8.19 223 8.78 16.5 36.38 F25 Cc
6FM55S8 12 55 229 9.02 138 5.43 208 8.19 223 8.78 17.2 37.92 F25 C
6FM65S 12 65 350 13.78 160 6.30 180 7.09 180 7.09 21.00 46.30 F13 D
6FM80S 12 80 307 12.09 167 6.57 210 8.27 215 8.46 24.0 52.91 14 C

6FM100S 12 100 330 12.99 173 6.81 219 8.62 224 8.82 30.10  66.36 16 C

6FM120S 12 120 405 15.94 173 6.81 210 8.27 237 9.33 34.5 76.06 F19 C

6FM140S 12 140 342 13.46 173 6.81 283 11.14 283 11.14 4150 91.49 16 C

6FM150S 12 150 483 19.02 170 6.69 241 9.49 241 9.49 445 98.10 F20 C

6FM200S 12 200 522 20.55 240 9.45 219 8.62 224 8.82 62.0 136.69 F22 E

6FM250S 12 250 522 20.55 269 10.59 219 8.62 224 8.82 74.0 163.14 F22 E

{E F4niE . Applications
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EVEHB M ZF%] EV battery series

LONG WAY EV battery series are Deep Cycle series of Kaiying Power Supply & Electrical Equip Co.,Ltd. Featuring a
specially designed active material and a strong grid grid, the series battery delivers reliable performance under high load
conditions and provides more than 300 cycles on 100% DOD. It has high energy density and best Vibration resistance.
The product performance meets the technical requirements of GB/T18332.1-2009 lead-acid battery for electric road
vehicles.

Mm% %] Product series

T T e ST Haon Keon=>
Batery Model v cavacwwﬂ

EV6-150 260 10.24 180 9.69 250 9.84 30.0 66.14 16

EV6-190 6 190 244 9.61 187 7.36 277 10.91 277 10.91 345 76.06 17 B
EV6-200 6 200 260 10.24 180 7.09 272 10.71 276 10.87 36.0 79.37 17 B
EV8-150 8 150 260 10.24 181 7.13 280 11.02 283 11.14 36.0 79.37 17 C
EV12-70 12 70 260 10.24 168 6.61 208 8.19 212 8.35 26.2 57.76 14 C
EV12-100 12 100 330 12.99 173 6.81 217 8.54 221 8.70 34.0 74.96 17 C
EV12-120 12 120 405 15.94 173 6.81 210 8.27 237 9.33 43.0 94.80 17 C
EV12-135 12 135 341 13.43 172 6.77 281 11.06 285 11.22 46.0 101.41 16 C
EV12-150 12 150 480 18.90 171 6.73 237 9.33 237 9.33 52.0 114.64 17 C
EV12-180 12 180 532 20.94 207 8.15 215 8.46 219 8.62 62.0 136.69 16 E
EV12-200 12 200 522 20.55 240 9.45 219 8.62 223 8.78 70.0 154.32 17 E

—_

= %% Product series

HES  |§EEEV ® 2| K Length % Width .L,\E;'Total Height| ERweight( 3%)
gatryiodel [ CHPHCWA“ZOH”

6-EVF-28 166 6.54 126 4.96 175 6.89 178 7.01 8.4 18.41 13

6-EVF-35 12 33 195 7.68 130 5.12 161 6.34 166 6.54 10.0 22.05 13 C
6-EVF-42 12 40 196 7.72 166 6.54 175 6.89 175 6.89 13.2 29.10 15 D
6-EVF-55 12 55 229 9.02 138 5.43 208 8.19 212 8.35 16.0 35.27 13 C
6-EVF-75 12 70 260 10.24 168 6.61 208 8.19 212 8.35 21.3 46.96 14 C
6-EVF-120 12 120 331 13.03 173 6.81 219 8.62 222 8.74 31.00 68.34 16 C

{EF4E: Applications
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SINEZBMETS] EVbattery series

LONGWAY HR series batteries are specially designed for applications that require high power output. Optimized design
with high-rate lead paste formulation and radiation grid for ultra—high current output capability. High—power series
batteries provide up to 40% more energy than the standard series.

Mm% %] Product series

HAS  |HEREN B E 1 Length '.é','Height .L,\T‘*'—]Total Height Eiweightw%

6FM7L 4.25

6FMOL 9 151 5.94 65 2.56 110.5 4.35 123 4.84 2.75 6.06 F6 D
6FM12L 12 12 151 5.94 98 3.86 94 3.70 105 4.13 3.55 7.83 F6 D
6FM17L 12 17 181 7.13 77 3.03 166 6.54 166 6.54 5.15 11.35 F5 D
6FM12H 12 13 151 5.94 98 3.86 98 3.86 120 4.72 3.78 8.33 F7 F
6FM14H 12 14 151 5.94 98 3.86 98 3.86 120 4.72 3.90 8.60 F7 F
6FM12H 12 12 151 5.94 98 3.86 93 3.66 99 3.90 3.50 7.72 F2 F
3FM12H 12 12 151 5.94 50.5 1.99 94 3.70 100 3.94 1.70 3.75 F2 C

{ERE: Applications

Car Backup Power Family Emergency Power Supply

BEimFSHEMZET] Front terminal battery series

LONGWAY front terminal series batteries are designed with front conversion terminal , faster installation and save floor space,
long life float service design and high energy density, used in back—up power for communication and UPS system.

%% Product series

ime  |gEes) s @ KLenon i Total Hoight] T Rweichi(x 3%)

6FM55FR 1 1 b b d 39.68

6FM75FR 12 75 562 22.13 115 4.53 187 7.36 196 7.72 23.5 51.81 I6 E

6FM85FR 12 85 562 22.13 115 4.53 187 7.36 196 7.72 25,5 56.22 16 E
6FM105FR 12 105 527 20.75 110 4.33 225 8.86 232 9.13 32,5 71.65 13 E
6FM110FR 12 110 410 16.14 110 4.33 288 11.34 295 11.61 33.5 73.85 16 E
6FM125FR 12 125 548 21.57 109 4.29 239 9.41 239 9.41 36.0 79.37 16 E
6FM150FR 12 150 565 22.24 110 4.33 288 11.34 295 11.61 47.0 103.62 16 E
6FM180FR 12 180 560 22.05 125 4.92 316 12.44 316 12.44 53.3 117.51 16 E
6FM180FR/A 12 180 546 21.50 125 4.92 3235 1274 3235 1274 52.0 114.64 16 E

{E R4 : Applications

Telecommunications Base Station Power System
Energy Storage System
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GELE Bt &% GEL battery series

LONGWAY GEL series batteries contain gel electrolyte (GEL). By using a strong grid and a special paste,
adding evenly distributed SiO2 (gel with thixotropic properties) to the electrolyte, and using a specially
designed vent valve to control the water loss rate, it can effectively extend the battery by more than 30% the
service life.

—_

%% Product series

a5t RS E%EN 5 B K Length & Height |2 & Total Height| Z&Eweight(+3%)
Battry Mode s iy cavauwwﬂwype

6FM7.2 GEL 151 5.94 2.56 3.70 100 3.94 2.05 4.52 F1/F2 F
6FM18 GEL 12 18 181 7.13 77 3.03 166 6.54 166 6.54 5 11.02  F2/F5/12 D
12FM8 GEL 24 8 188 7.40 102 4.02 94.5 3.72 100 3.94 4.5 9.92 F2 D
12FM13 GEL 24 13 193 7.60 152 5.98 93 3.66 99 3.90 72 15.87 F2 D
3FM200 GEL 6 200 323 12.72 178 7.01 224 8.82 248 9.76 29.50 65.04 F15 A
6FM24 GEL 12 24 175 6.89 166 6.54 125 4.92 125 4.92 7.50 16.53 F8 D
6FM35 GEL 12 35 195 7.68 130 5.12 160 6.30 180 7.09 10.30 22.71 F10 C
6FM45 GEL 12 45 196 7.72 166 6.54 175 6.89 182 717 13.70  30.20 F9 D
6FM50 GEL 12 50 229 9.02 138 5.43 209 8.23 229 9.02 15.80 34.83 F25 C
6FM60 GEL 12 60 258 10.16 169 6.65 175 6.89 180 7.09 17.70  39.02 14 D
6FM70 GEL 12 70 260 10.24 169 6.65 211 8.31 239 9.41 21.30 46.96 F14 C
6FM90 GEL 12 90 307 12.09 167 6.57 211 8.31 216 8.50 26.50 58.42 16 C
6FM100 GEL 12 100 331 13.03 173 6.81 217 8.54 222 8.74 28.90 63.71 16 C
6FM120 GEL 12 120 405 15.94 173 6.81 210 8.27 237 9.33 35.00 77.16 F19 C
6FM150 GEL 12 150 485 19.09 170 6.69 241 9.49 241 9.49 44,00 97.00 F20 C
6FM200 GEL 12 200 522 20.55 238 9.37 219 8.62 238 9.37 58.00 127.87 F22 E
6FM250 GEL 12 250 521 20.51 269 10.59 220 8.66 238 9.37 71.00 156.53 F21 E
FM200 GEL 2 200 172 6.77 111 4.37 335 13.19 365 1437 13.30 29.32 17 G
FM400 GEL 2 400 211 8.31 175 6.89 336 13.23 365 1437 2550 56.22 17 H
FM1000 GEL 2 1000 475 18.70 175 6.89 338 13.31 365 14.37 60.00 132.28 17 |
FM2000 GEL 2 2000 491 19.33 351 13.82 344 13.54 383 15.08 110.00 242.51 17
FM3000 GEL 2 3000 712 28.03 353 13.90 341 13.43 382 15.04 175.00 385.81 F13

6FM110FR/GEL 1
6FM180FR/GEL 1

110 410 16.14 110 4.33 288 11.34 295 11.61 33.5 73.85 16
180 560 22.05 125 4.92 316 12.44 316 12.44 53.3 117.51 16

m m X X
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{EF4E: Applications
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4504 i 26 B Characteristic Curve
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7B E Charging Procedures

& F i ZEHEJE Charge Voltage (V/cell) PR,

e RE EEBE B ESE E M h t
Application Tempe':ature Set Point voltage Allowable Range ax. Charge Curren
RERE A o
Cycle use 25C (77° F) 2.45 2.40 ~ 2.50 Ca
FFEfEA o :
Standby use 25T (77° F) 2.275 2.25~2.30

MEBETEUEITMB%LIEEIE Discharge Current VS Discharge Voltage

MR
Final Discharge Voltage V/cell L 1.70 1.6 160
T R 0.2C>A 0.2C< A<0.5C 0.5C < A<1.0C A>1.0C

Discharge Current(A)
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Warning

@ Do not use the battery in a sealed container or in the environment temperature above 60 ° C.

@ Do not short the battery or reverse the positive and negative terminals when installing.

@ Do not cut the battery to avoid touching the leaked sulfuric acid solution.

e The connection of all parts of the battery should be firm to avoid accidental impact and vibration, resulting in fire or even accidents.

e Do not install the battery near heat sources and equipment that may generate sparks (such as switches, fuses, etc.)

e If the battery is deformed, cracked, or smelled during use, storage and transportation, please replace it with other batteries.

e The battery discharge termination voltage shall be strictly observed , and shall not be over—discharged . Over - discharge of the
battery may seriously affect the capacity of the battery.

@ The battery should be charged immediately after discharge, otherwise it will seriously affect the battery capacity and service life.

@ Regularly check the open circuit voltage of the charged battery. If it is lower than the rated voltage, replace it with a new one.

o Different types, different capacities, different manufacturers, batteries with different state of charge must not be mixed.

Ay

o FEMITF AU 72 iR, R BOIRAS T #E Tl 7R

o HEMAEL CIMERINTFRT, A6 A NLERiMNE—IR,
o FEMINTFRTREE 6252080 . WOk, FRIALE SpiRin AR
Storage

e Fully charge the battery before storage.

e If the battery is stored at an ambient temperature of 257, it should be charged at least every sixth months.
@ The battery should not be exposed to moisture or rain during storage.

@ The battery should not be placed near heat sources.

yeat )

o MUBEET R/, B NRZMG. BEBIREM;
o BIEZEH. T

o B 60t E H LR ;

o AELBMZ R E RSN,
Transportation

® Be careful when handling the battery to avoid injury or damage to the battery.
@ Avoid exposure to moisture or rain.

@ Avoid prolonged sun exposure.

@ Avoid shocks and vibrations.
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Add: Laogang village,Chengxiang Town,Anxi,
Quanzhou,Fujian Province,China

TEL: +86-595-68782266

FAX: +86-595-68782222

Website: http://www.longwaybattery.com
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