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DC small DC 7KW portable charging station

Rated input voltage :AC ���~���V
Input current :��A/��A
Rated output power :�KW
Protection functions: overvoltage, undervoltage, overcurrent, 
                                            short circuit, leakage protection, etc
IP Rating :IP��
Charging Port :GB/T �����.�-����
Cable Length :� meters（can be customization）
Working Environment:Max. altitude: ≤����m; Temperature: -��°C~��°C
Dimension:���mm*���mm*���mm
Number of charging guns: �
Working Temperature :-��°C to ��°C
Ralative Humidity :�% - ��% RH (non-condensing)
Communication Protocols :OCPP �.� / OCPP �.�
Output Standard :GB/T
Design standard: GB/T �����.�

Parameter/specification sheet
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额定输入电压:AC ���~���V

1. Plug in the input plug 2. Plug in the power plug

3. Insert the charging gun head 
    into the vehicle body

5. After charging is complete, 
   click "Shut Down" to end the 
   charging process Unplug the 
   charging plug

6. Unplug the input plug

4. Click on the power button of the 
    machine to turn on the monitor

power switch

额定输入电压:AC ���~���V

Length ��.�, Width ��, Height ��.� (cm)
weight：≈��kg

27cm
52.5cm

35.4cm

Box specifications/weight, quantity, size

Product packaging


