
MICRO ATX industrial motherboard

Feature：

     Products based on the Intel H110 chipset, standard MICRO ATX 

motherboard, 6 ~ 9 th support Gen LGA1151 Intel Core i9 / i7 / i5 / i3 / 

Pentium, Celeron in reason. Provides two DDR4 DIMM slots, each 

32GB, supporting a maximum of 64GB, and two onboard Gigabit nics, 

supporting 10/100/1000 MBPS Ethernet ports.

      Motherboard optional 2 /6 COM, 2 SATAIII, 1 M.2 interface, 4 

USB3.0, 6 USB2.0 interface, a PS/2 keyboard and mouse interface, 

Realtek ALC892 sound card chip supports Line-out, Line-in and Mic-

in, the board has good expansion performance, supports one PCIE 

16X, one PCIE 4X, two standard PCI, and also has Watchdog reset 

function. The system can restart in 1 to 255 seconds.

■ Based on the Intel H110 chipset, 6 ~ 9 th support Gen LGA1151 Intel 

Core i9 / i7 / i5 / i3 / Pentium, Celeron processor

■ 2 * DDR4 DIMM slots. Each DIMM supports a maximum of 32GB, and 
the whole DIMM supports a maximum of 64GB

■ Provides VGA+ HDMI display port
■ 2 /6 COM, 2x STATIII, 1x M.2, 4x USB3.0, 6x USB2.0, 2x LAN, 1x PS/2, 

supporting Line-out, Line-in, and Mic-in

■ Supports 1x PCIE 16X, 1 PCIE 4X, and 2x PCI

■ Support hardware system one key restore

■ Motherboard size: 245mm x 245mm

Micro ATX industrial motherboard based on Intel H110 chipset

Model KTB-505G2-T
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Dimensions

Support 6~9th Gen LGA1151 Intel Core i9/i7/i5/i3/Pentium/Celeron processor

South Bridge Intel H110

2 * DDR4 DIMM  memory slot, support DDR4 2133/2400/2666MHz, each bar supports a maximum of 32GB, 
the board supports a maximum of 64GB

2x STATIII, 1x M.2 (Support 2242/2260/2280 Key-M SSD socket, only support SATA protocol)

64Mb SPI FLASH

Provides VGA+HDMI display port

VGA: One standard DB15 VGA port with the maximum resolution of 1920x1080@60Hz

HDMI: One standard HDMI port with a maximum resolution of 4096x2304@24Hz

Two 10/100/1000Mb adaptive network adapters on board, using Intel i219V+RTL 8111H chip

Optional 2/6 COM ports (standard 2 COM ports, optional 6 COM ports)

COM1 supports RS232/485/422, COM2 supports RS232/485, and COM3-6 supports RS232

4×USB3.0(2 standard USB3.0, 2 in-board pins), 6×USB2.0(4 standard USB2.0, 1 in-board vertical +1 in-board pin)

Realtek ALC897 sound card, supported Line-out,Line-in,Mic-in

1x PS/2

----

The Watchdog function supports system restart in 1 to 255 seconds

1×PCI-E 16X

1×PCIE 4X

2×PCI

Standard ATX 24pin power supply

Operating temperature: 0℃~60℃

Working humidity: 5%~95%, no condensation

Storage temperature: -20~85℃ 

Supports Win7/8/10，Linux

245mm x 245mm

Product specification：

KTB-505G2-T
Uses Intel H110 chipset
Support 6~9th Gen LGA1151 Intel Core i9/i7/

i5/i3/Pentium/Celeron processor

MICRO ATX industrial 
motherboard
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