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Digital Transformer Top-oil /| Winding

Temperature Controller Product Selection Form

Parameter

Model

Optical Fiber Function

Measuring Range

Number of Switches

Switch Settings

Output Parameters

Cable Length

Mounting Dimensions

Mounting Thread

Thermowell Rain Cover

Meter Head Rain Cover

Meter Head Rain Cover

Electrical Connection

Sealing Material

Temperature
Controller CT

Digital Transformer Top-Oil

Temperature Controller
TOT O

Add optical fiber
temp measurement O

0-150°C O
0-160°C O
-20-140°C O
Others:

4 sets of switches O
6 sets of switches O
Others:

Kl:  °C K2:___°C K3:.___°C
K4: °C K5:_ °C K6:___°C

Output signal:Pt100 O
Output signal:4-20mA O
Output signal:RS485 O
Output signal: Pt100x2 O
Output signal:4-20mAx2 O
Output signal:No output O
Others:

6mO 8mO 10mO 12mO 16 mO
Others: . m

M27+2 O M33%*2 O
Others:

Included O  Notincluded O
Included O  Notincluded O
C3O €40 C50 ¢xO

5xM20%1.50 3xM25¢1.50

NBR (Nitrile) O
FPM (Fluororubber) O Acrylate O
Others:

*Other special requirements subject to review and decision

Digital Transformer Winding
Temperature Controller

TWT O

Add optical fiber
temp measurement O

0-150°C O
0-160°C O
-20-140°C O
Others:

4 sets of switches O
6 sets of switches O
Others:

Kl:  °C K2 °C K3:___°C
K4:. °C K5:__ °C Ke:___°C

Output signal:Pt100 O
Output signal:4-20mA O
Output signal:RS485 O
Output signal:Pt100x2 O
Output signal:4-20mAx2 O
Output signal:No output O
Others:

6mO 8mO 10O 12mO 16 mO
Others: m

M27+2 O M33*2 O
Others:

Included O  Notincluded O
Included O Notincluded O
C3O 40O C50 ¢xO

5xM20¥1.50 3xM25+¢1.50

NBR (Nitrile) O
FPM (Fluororubber) O Acrylate O
Others:

Copper-0il
Temp. Difference: °C



